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MICROFRESE A 2 TAGLIENTI ELICOIDALI PIANE CON CODOLO RINFORZATO A COLLO
LUNGO

REINFORCED LONG NECK FLAT TWO FLUTE HELICAL MICRO MILLS

CARATTERISTICHE

• Metallo duro integrale
• Due taglienti frontali fino al
centro
• Codolo cilindrico

FEATURES

• Solid carbide
• Two end teeth cutting up
to the centre
• Parallel shank

Micro grana

Misura

Inclinazione

Code d1
mm h10

l1
mm

l2
mm

l3
mm

d2
mm h6

Z Price
R

MH1102005A 0,5 50 0,7 4,0 4,0 2 -

MH1102005B 0,5 50 0,7 6,0 4,0 2 -

MH1102005C 0,5 50 0,7 8,0 4,0 2 -

MH1102008A 0,8 50 1,2 4,0 4,0 2 -

MH1102008B 0,8 50 1,2 6,0 4,0 2 -

MH1102008C 0,8 50 1,2 8,0 4,0 2 -

MH1102010A 1,0 50 1,5 4,0 4,0 2 -

MH1102010B 1,0 50 1,5 8,0 4,0 2 -

MH1102010C 1,0 50 1,5 12,0 4,0 2 -

MH1102012A 1,2 50 1,8 6,0 4,0 2 -

MH1102012B 1,2 50 1,8 10,0 4,0 2 -

MH1102012C 1,2 50 1,8 12,0 4,0 2 -

MH1102015A 1,5 50 2,3 6,0 4,0 2 -

MH1102015B 1,5 50 2,3 12,0 4,0 2 -

MH1102015C 1,5 50 2,3 14,0 4,0 2 -

MH1102020A 2,0 50 3,0 8,0 4,0 2 -

MH1102020B 2,0 50 3,0 14,0 4,0 2 -

MH1102020C 2,0 50 3,0 16,0 4,0 2 -

MH1102030A 3,0 50 4,5 10,0 6,0 2 -

MH1102030B 3,0 50 4,5 18,0 6,0 2 -

MH1102030C 3,0 60 4,5 20,0 6,0 2 -

MH1102040A 4,0 50 6,0 12,0 6,0 2 -

MH1102040B 4,0 60 6,0 20,0 6,0 2 -

MH1102040C 4,0 60 6,0 25,0 6,0 2 -

SERIE MH NORMALE

Disponibile a magazzino / in stock /auf Lager / en stock
Consegna 5 giorni lavorativi / delivery 5 working day / Lieferung: von 5 Arbeitstagen /Livraison: 5
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